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Blistering Machines MARCHESINI GROUP MB 421
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Product details

Category: Blistering Machines

Machine: MB 421

Machine code: LB260 20-0027

Manufacturer: MARCHESINI GROUP

Year of construction: 1997

Description



INTIMAC S.R.L.
Via XXV Aprile, 8

21054 Fagnano Olona (VA) - Italia
Tel. +39 0331 1693557

email: inti@intisrl.it

INTIMAC S.R.L. Via XXV Aprile, 8 - 21054 Fagnano Olona (VA) - Italia - Tel. +39 0331 1693557 - email: inti@intisrl.it

Marchesini MB 421 Blister machine
Year of construction: 1997
Mass: 2,300 Kg
Nominal voltage: 380 V
Type of current: 3 phases + N - T
Absorption: 8 Kw
Frequency: 50 Hz
Main features:
- Moulding on the rear side, for maximum compactness of layout and clear separation of the material
treatment area from the sliding area produced.
- Wide choice of feeding systems, depending on the characteristics of the product to be treated: dedicated
loader, universal, etc. .
- Possibility to treat blisters in PVC + Aluminium, Aluminium+Aluminium, Polypropylene, PET and PVC,
Aclar®, COC, (with dedicated devices)
- Repeatable format change without any adjustment, without tools and in minimum time.
Technical data:
Number of thermoforming cycles max 60
Thermoforming depth 12 mm
External diameter of PVC reels 400 or 600 mm
External diameter of ALL reels 280 mm
Installed power (basic machine) 13 kW
Average electrical consumption 5 kW
Compressed air consumption (basic machine) 160 Nl/min 6 bar
Indicative net weight 2500 Kg


